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Non-shielded
Round Cable
(black color)

WÜRTH connector
662 004 113 322Soldered (tinned)

end of wires (1 cm)
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Connector pin-out
View into Router

(rear view of cable connector)

White
Orange

Red

Black

1   BLACK        GND (-)
2   RED            VCC (+)
3   ORANGE   Binary input
4   WHITE         Binary output
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1,5 m BLACK cable with soldered (tinned) and of wires

USED COMPONENTS:
4x WÜRTH pins 662 001 137 22 DEC (3,00 mm Female Terminal);
1x WÜRTH connector 662 004 113 322 (3,00 mm Female Dual Row
     Receptacie WR-MPC3);
1x  Cable 4x1 COND, 22 (7/30) AWG, jacket 5 mm, 1,5 m long 
     Industry Approvals:
         UL 75 °C
         CSA International
         REACH Regulation (EC 1907/2006)
         EU Directive 2002/95/EC  (RoHS)
     Temperature Range -40 °C to 75 °C
     Voltage Rating 300 VRMS

PACKAGE:
     The outer diameter must not exceed 85 mm;
     Height must not exceed 15 mm;
     The cable is needed to tie using 1-2 wires;
     Connector are placed inside;
     The cable is wrapped in a plastic bag of a maximum size 90 x 90 mm.
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